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Station fails to register with the AP  
When an ePMP station is continuously failing to register with an ePMP AP, there are several 
items that should be verified. Troubleshooting these scenarios will require as a minimum, access 
to the failing ePMP station User Interface. If available, access to the desired ePMP AP may also 
be helpful.  
The ePMP station needs to be able to ñseeò the desired AP during the scanning procedure for it 
to initiate registration. ePMP stations will display the system information for all APs that it can 
detect during the scanning procedure at the ñAvailable AP Listò table, at the bottom of the 
ñWireless Statusò page under ñMONITORò. If the desired AP is not listed in this table, the ePMP 
station is not detecting the AP during scanning and it will not be able to register with it. In this 
case, verify the following: 

- The ePMP station is configured to scan only a specific set of frequencies that include the 

operational frequency of the desired AP. 

 

 
Figure 1: Frequency Scanning List 

 

o If there are no frequencies with the checkbox selected at the ñRadioò page under 

ñCONFIGUREò, the ePMP station will scan all frequencies listed.  

o If one or more frequencies have the checkbox selected, the ePMP station will only scan 

those frequencies.  

o Notice that the frequency scan lists for 20MHz and 40MHz channel bandwidths are 

separated. Make sure to look at the frequency scan list of interest based on the channel 

bandwidth. 

o Ensure that the operational frequency for the desired AP is selected. 

o If unsure of the operational frequency for the desired AP, unselect all frequencies.  
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Á NOTE: This configuration may impact the duration of the network entry procedure 

as all supported frequencies will be scanned by the ePMP station. Once the 

operational frequency of the desired AP is known, the specific frequency can then 

be selected from the list of frequencies. 

 

o Select the ñSave Changesò button in the top right corner of the device GUI to apply your 

changes. 

 

- The ePMP station is configured with the same channel bandwidth as the desired AP. 

o A mismatch of the channel bandwidth configuration between the ePMP station and the 

desired AP will prevent the station to detect the AP.  

o At the ñRadioò page under ñCONFIGUREò, ensure that the selected channel bandwidth in 

the ñScan Channel Bandwidthò parameter matches the configuration of the desired AP.  

o If unsure about the channel bandwidth configuration for the desired AP, select the ñ20/40 

MHzò option which will allow the ePMP station to scan both 20MHz and 40MHz channels. 

Á NOTE: This configuration may impact the duration of the network entry procedure 

as all supported frequencies will be scanned by the ePMP station. Once channel 

bandwidth of the desired AP is known, the specific channel bandwidth can then be 

selected from the list of frequencies. 

 

o Once the ePMP station detects the desired AP, the AP system information (e.g. SSID, 

operational frequency, security mode and channel bandwidth) will be displayed in the 

ñAvailable AP Listò at the ñWireless Statusò page under MONITOR. 

 
Figure 2: Available AP List 
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- The ePMP station is running a software version compatible with the desired AP software version. 

o In some cases, incompatible software versions will prevent ePMP stations to successfully 

connect to an AP. 

o Software version running in the ePMP device can be found in the ñSoftware Upgradeò 

page under ñTOOLSò or in the ñSystem Statusò page under ñMONITORò. 

o If syslog is configured to display all messaging (configurable from the ñSystemò page 

under ñCONFIGUREò) on the ePMP station, an entry indicating that the station has 

disassociated from the AP with the reason  ñSW VERSION INCOMPATIBILITYò will be 

logged. 

 
Figure 3: Software Version Info 

 
- The ePMP station hardware is not defective. 

o To rule out potential issues with the ePMP station itself, use a known good ePMP station 

to scan all frequencies and channel bandwidths in that location. 

o If the known good ePMP station detects the desired AP, the AP system information (e.g. 

SSID, operational frequency, security mode and channel bandwidth) and signal strength 

(DL CINR/DL RSSI) will be displayed in the ñAvailable AP Listò at the ñWireless Statusò 

page under MONITOR. 

The ePMP station is designed to initiate scanning for APs right after powering up and attempt to 
connect the most suitable AP of the ones detected during the scanning process, based of RF 
conditions. Features like the Preferred AP List and STA Registration Limits, are provided to 
allow operators to have additional control over their system. But in some cases, these features 
may interfere with the operation of the system if not properly configured or if the operator is not 
fully aware of them. The next section attempts to cover some of those scenarios. 
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In the case that the ePMP station performs its scanning and it does display the desired AP 
system information in the ñAvailable AP Listò, but it is still failing to connect to the desired AP, 
verify the following: 

- The desired APôs SSID has been correctly entered in the ñPreferred AP Listò table at the ñRadioò 

page under ñCONFIGUREò. 

o An incorrectly provisioned SSID for the desired AP will prevent the station from 

successfully connecting to the AP. 

o Verify and, if needed, re-enter the SSID in the ñPreferred AP Listò table for the desired AP. 

Select the ñSave Changesò button in the top right corner of the device GUI to apply your 

changes. 

 

 
Figure 4: Preferred AP List 

 
- A Pre-shared key has been provisioned for the desired AP in the ñPreferred AP Listò table at the 

ñRadioò page under ñCONFIGUREò if the ñSecurity Modeò displayed for the desired AP is 

ñSecureò. 

o If no pre-shared key is provisioned for an AP which ñSecurity Modeò is Secure, the station 

will not be allowed to connect. 

o ñNetwork Entry Stateò in the ñAvailable AP Listò in the ePMP station shows as ñUnknownò. 

o Provision the pre-shared key in the ñPreferred AP Listò table and select the ñSave 

Changesò button in the top right corner of the device GUI to apply your changes. 

 

- The provisioned Pre-shared key is correct for the desired AP. 

o If the provisioned Pre-shared key for the desired AP is incorrect, the station will not be 

allowed to connect. 
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o ñNetwork Entry Stateò in the ñAvailable AP Listò in the ePMP station shows ñSTA has no 

allocation on APò error. 

 

 
Figure 5: Network Entry State - No Allocation 

 

o If syslog is configured to display all messaging (configurable from the ñSystemò page 

under ñCONFIGUREò) on the desired AP, an entry will be logged for the ePMP station 

containing its MAC address, association identifier (aid) and the reason ñINVALID KEYò for 

its disassociation. 

o If syslog is configured to display all messaging (configurable from the ñSystemò page 

under ñCONFIGUREò) on the ePMP station, an entry indicating that the station has 

disassociated from the AP with the reason  ñNO ALLOCATION ON APò will be logged. 

o Ensure the Pre-share key matches the desired APôs and, if needed, re-provision the pre-

shared key in the ñPreferred AP Listò table. Select the ñSave Changesò button in the top 

right corner of the device GUI to apply your changes. 

 

- The ePMP station is not out of range of the desired AP. 

o If the station is out of the configured cell range for the desired AP, the station will not be 

allowed to connect. 

o If syslog is configured to display all messaging (configurable from the ñSystemò page 

under ñCONFIGUREò) on the ePMP station, an entry will be logged indicating that the 

station cannot complete registration with the reason ñSTA IS OUT OF CONFIGURED 

CELL SIZEò. 

o The AP default cell range is 3 miles. 

o Cell max range is configurable from the ñRadioò page under ñCONFIGUREò. 

 


